
VIBROPRESSES
SERIES FDA EVO
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TECHNICAL CHARACTERISTICS
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Machine suited for the production of multiple floor and 
grid paving models, with height from 5 cm to 20 cm.
Standard:
Structure made of one-piece metal sheets. 
Variable vibrations in terms of frequency.
Remote controls on board the machine.
Automatic blocking of comb/mould. 
Double feeding.
Optional:
Product compactor.
Automatic transfer skip.
Curing cells.
Packing line.
Description
Evolution of the “multilayer system” FDA, designed 
to meet market requests, the new Evo uses a control 
system with connecting rods, feeding drawers and an 
enhanced hydraulic system. It is thus able to achieve 
significantly superior performances compared to the 
base model. Incorporated in a fully automated context, 
the Evo is able to obtain excellent results in terms of 
production quantity and quality on single and double-
layer flooring.
Plus: 30-year guarantee
We are so certain of the strength of our constructive 
philosophy that we offer a 30-year guarantee on the 
intactness of the frame, which is made of thick, bolted 
metal sheets and represents the load-bearing base of 
the vibropress.

Face-mix: 	 yes (standard)

Product height: 	 40 ÷ 200

Weight (vibropress): 	 13,500 kg

Paver: 10x20 H 6 cm	 m2 1,364 (100%/8h)

Paver face-mix: 10x20 H 6 cm	 m2 1,127 (100%/8h)

TYPE “2” TYPE “3” 

GREY FLOOR 2-COLOUR 
FLOOR

GRID PAVING COMPLEX. GRID 
PAVING

PRODUCT DESCRIPTION
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